
- General description: AC fan with external rotor shaded-pole motor.

- Impeller material: Metal 

- Housing material: Metal 
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Nominal data

kghh°CdB(A)Bel1/minm³/hHzVACMotorType

1.1001200040000-30 .. 70486.0280032550230--7856 ES

Minimum operating temperature -15 °C. -30 °C for short periods; without condensation.Subject to modification

Characteristic: Pressure over air flow
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1 Type: 7856 ES / Status: 12.03.2008

AC axial fan
Series 7800 150 Ø x 55



Specific drawing

Technical description

- Impeller material: Metal 
- Bearings: Ball bearings 
- Direction of air flow: Air exhaust over bars 
- Motor protection: Protected from overload by a thermal switch 

- General description: AC fan with external rotor shaded-pole motor.
- Housing material: Metal 
- Direction of rotation: Left, looking at rotor 
- Electrical connection: 2 single strands. Housing with grounding lug
and tapping screw M4 x 6 (TORX).
- Approvals: VDE, CSA, UL, CE 

Contact

ebm-papst St. Georgen GmbH & Co. KG
Hermann-Papst-Straße 1
D-78112 St. Georgen
Phone +49 (0) 7724 / 81-0
Fax +49 (0) 7724 / 81-1309
info2@de.ebmpapst.com
www.ebmpapst.com
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AC axial fan
Series 7800 150 Ø x 55


