A3G800-AS26-03

Nominal data

Type A3G800-AS26-03
Motor M3G150-FF
Phase

Nominal voltage VAC
Nominal voltage range VAC
Frequency Hz
Method of obtaining data

Speed (rpm) min-!
Power consumption W
Current draw A
Max. back pressure Pa
Max. back pressure in. wg

Min. ambient temperature °C
Max. ambient temperature ~ °C

sickle-shaped blades (S series)

ebm-papst Mulfingen GmbH & Co. KG
Bachmiihle 2 - D-74673 Mulfingen
Phone +49 7938 81-0

Fax +49 7938 81-110
infol@de.ebmpapst.com
www.ebmpapst.com

3~

400

380 .. 480
50/60

mi
1000
2200
34
200
0.8
-40
60

ml = Max. load - me = Max. efficiency - fa = Free air - cs = Customer specification - ce = Customer equipment

Subject to change

Data according to Commission Regulation (EU) 327/2011 (prEN 17166)

01 Overall efficiency nes %
02 Measurement category

03 Efficiency category

04 Efficiency grade N

05 Variable speed drive

Data obtained at optimum efficiency level.

Actual Reg. 2015

444 35.7 09 Power consumption Pgy
A 09 Air flow gy

Static 09 Pressure increase pgg
48.7 40 10 Speed (rpm) n

Yes 11 Specific ratio®

* Specific ratio = 1+ p,, /100 000 Pa
The efficiency values displayed for achieving conformity with the Ecodesign Regulation EU 327/2011 has been reached with defined air duct components (e.g. inlet rings).

EC axial panel fan - HyBlade

213
17185
187
1000

1.00
LU-205697

The dimensions must be requested from ebm-papst. If other air conduction geometries are used on the installation side, the ebm-papst evaluation loses its validity/the conformity must be confirmed again.

The product does not fall within the scope of Regulation (EU) 2019/1781 due to the exception specified in Article 2 (2a) (motors completely integrated into a product).
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A3G800-AS26-03

Technical description

Weight

Size

Motor size

Rotor surface
Electronics housing material
Blade material
Number of blades
Blade pitch

Airflow direction
Direction of rotation
Degree of protection
Insulation class

Moisture (F) / Environmental (H)
protection class

Ambient temperature note

Max. permitted ambient temp.
for motor (transport/storage)

Min. permitted ambient temp. for
motor (transport/storage)
Installation position
Condensation drainage holes
Mode

Motor bearing

Technical features

Power Factor Correction (PFC)
EMC immunity to interference
EMC interference emission

Touch current according to IEC
60990 (measuring circuit Fig. 4,
TN system)

Electrical hookup
Motor protection

EC axial panel fan - HyBlade

sickle-shaped blades (S series)

20.7 kg

800 mm

150

Painted black

Die-cast aluminum, painted gray
Sheet aluminum insert, sprayed with PP plastic
5

0°

V

Clockwise, viewed toward rotor
IP55

e

H2

Occasional start-up at temperatures between -40°C and -25°C is permitted. For
continuous operation at ambient temperatures below -25°C (such as refrigeration

applications), use must be made of a fan design with special low-temperature bearings.

+80 °C
-40 °C

Shaft horizontal or rotor on bottom; rotor on top on request

On rotor side

S1

Ball bearing

- Operation and alarm display with LED

- External 15-50 VDC input (parameterization)

- Alarm relay

- Integrated PI controller

- Configurable inputs/outputs (I/O)

- MODBUS V6.3

- Motor current limitation

- RS-485 MODBUS-RTU

- Soft start

- Voltage output 3.3-24 VDC, Pmax = 800 mW

- Control interface with SELV potential safely disconnected from the mains
- Thermal overload protection for electronics/motor

- Line undervoltage / phase failure detection

Passive (through low-capacitance DC link)

According to EN 61000-6-2 (industrial environment)

According to EN 61000-6-3 (household environment), except EN 61000-3-2 for
professionally used equipment with a total rated power greater than 1 kW
<=35mA

Terminal box
Reverse polarity and locked-rotor protection
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A3G800-AS26-03 EC axial panel fan - HyBlade

sickle-shaped blades (S series)

Protection class assignment l; If a protective earth is connected.
The built-in component has several local protection class assignments.
The final protection class is determined by the intended installation.
Conformity with standards EN 61800-5-1; CE; UKCA
Approval EAC; UL 1004-7 + 60730-1; CSA C22.2 No. 77 + CAN/CSA-E60730-1

ebmpapst
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A3G800-AS26-03 EC axial panel fan - HyBlade

sickle-shaped blades (S series)

Product drawing

(2) M10 ()

@275
2232

Airflow direction "V"
2 Max. clearance for screw 20 mm
Cable diameter min. 4 mm, max. 10 mm, tightening torque 4 + 0.6 Nm

(The tightening torque is designed for PVC cables. If the cable materials are different, the tightening torque may have to be
adjusted)
4 Tightening torque 1.5 £ 0.2 Nm

ebmpapst
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A3G800-AS26-03

Connection diagram

No. Conn.
CON1
PE
CON2
CON2
CON2
CON2

CON2

CON2

CON2

CON2

CON2

Designation
L1,L2, L3
PE

RSA

RSB

GND

101

102

103

Vout

COM
NC
LED

P1-IN
P3-OUT

EC axial panel fan - HyBlade

sickle-shaped blades (S series)

GND

101

102

Vout

NC

moom
moom
moom
moom
moom

moom

CON2

GND
RSA
RSB
RSA
RSB

COM

Function/assignment

P1-IN

012345678910
[Volt]

[Volt |

oON B O ® O

P3-OUT

0 20 40 60 80 100
[%]

Power supply, phase, see nameplate for voltage range

Protective earth
RS485 interface for MODBUS, RSA; SELV
RS485 interface for MODBUS, RSB; SELV
Reference ground for control interface, SELV

Function parameterizable (see “Optional interface functions” table)
Factory setting:

Digital input - high active, function: Disable input, SELV
- inactive: Pin open or applied voltage < 1.5 VDC

- active: applied voltage 3.5-50 VDC

Reset function: Triggering of error reset on change of state from "enabled” to "disabled"

Function parameterizable (see “Optional interface functions” table)
Factory setting:
Analog input 0-10 V / PWM, Ri=100 kQ, function: Set value

Characteristic curve parameterizable (see input characteristic curve P1-IN), SELV

Function parameterizable (see “Optional interface functions” table)
Factory setting:
Analog output 0-10 V, max. 5 mA, function: Fan modulation level

Characteristic curve parameterizable (see output characteristic curve P3-OUT), SELV

Voltage output 3.3-24 VDC 5%, Pmax=800 mW, voltage parameterizable
Factory setting: 10 VDC

short-circuit-proof, supply for external devices, SELV
alternatively: 15-50 VDC input for parameterization via MODBUS without line voltage

Status relay, floating status contact, common connection, contact rating 250 VAC /2 A (AC1) / min. 10
mA, reinforced insulation on supply side and on control interface side

Status relay, floating status contact, break for failure
green: status = good, ready for operation

orange: status = warning
red: status = failure

Input characteristic curve

Output characteristic curve
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EC axial panel fan - HyBlade

sickle-shaped blades (S series)

A3G800-AS26-03

Terminal/plug assignment

Buissaipe-oine oy indino asind

[v] oeTa

e}

Buissaipe-oine oy indui asind

[t] c00a

AOT-0 Indino jo1uod ajowal :feubis

[s] oeTa

% |9A3] UoleINpoW WalsAs :feubls

[e] oeTa

o

ol o
o
ORI @,
Q Q Q
=3 =3 =3
R T o
p | | =
g |5 o
c Q
s 3 =
2 3| 3
e |8 &
2| =
- o
2 2 &
21o| e
S| &

2

(1

S
O O 5%
B
& & 08
E 53
gc
~ o
2
g

(apow O eIA
Apoaup pajosjes)

o yoey :feubis

e}

d|qesip / s|qeus uej :yaums

[1vota

o

92IN0S AN[EA 1S (YOIMS

[1o9ta

o

M2 / M3 :UOIJRIO] JO UOIBIIP YIIMS

[1svta

1N

(‘6au) Buljood

o

o

[] 3zTa =2/ ('sod) Buireay :uonouny [013UOD :YIUMS

o

Z# | T# 19S Jojowered youms

[1vota

BN[eA 10suas :82IN0s

[1zv1a

AN[eA 18S :92In0S

[1tota

[*]39ta@

[olvsta
[slvsta
[vlvsta

[8lvsta

[]vsta

[tlvsta

[olvsta

[0 8sTa

uoneinbyuod

apow

0l lo} Jaisifiay

9sIaAul

SNGAon

| [ewIoU isuopouNy
0l 31qeanByuod

JQA0G™ST
AT3S ‘saonap [eusaxa JojAddns
J001d-)IN2119-H0YS ‘MWOO8=Xewd ‘%G -+ DAAFZ 'S d|qezualowered abe)on

AT3S ‘€'9A UoneayIoads ‘N LY SNEAOW

AT3S ‘ZH00g Aouanbay ndino xew ‘yws xew AQT-0

AT13S ‘ZH00g Aouanbay ndino xew ‘yws xew AQT-0

A13S ‘ZH00€ Aduanbay Indino xew ‘ywg xew ‘a|qezusiowered uopauny
AT3S ‘OQAS'T > abeyjon payjdde Jo uado uid :aapae jou

DAA0S-G' abeljon pai|dde :anjoe

a|qezuaaweled sansualoRIRYD ‘ZHYOT - ZHOY

A13S 'OQAS'T > 96el|on paljdde :annoe Jou

DQA0S-G's abeyjon payjdde Jo uado uid :annoe

a|qezualowered SOsIaloRIRYD ‘ZHYOT - ZHOY = NMd

DQN0S-G'€ abeyjon paijdde Jo uado uid :aanoe jou

AT3S ‘DQAS'T > abeyjon payjdde :anpoe

QAS'T > abeyjon payjdde Jo uado uid :anpoe jou

AT3S ‘0aN05-5°€ abeljon paijdde :angoe

AT3S ‘a|gezialawesed annd susloeeyd ‘YSZT = 1Y

AT3S ZHNOT T = "M} ‘3)qeziiaiewered annd apsua)oeIeyd ‘HO0T = 1Y
JQAG'T > abeyjon payjdde Jo uado uid :aapoe jou

AT3S *0aN05-5°€ dbeyjon paijdde :angoe

AT3S YWOZ = Xew| *0aA0S = Xewn

AT13S YWz = Xew| ‘0aA0s = Xewn

T3S ZHNOTT = "M ‘a|qezisiawered annd onsualoeleyd ‘NOOT = 1Y
QAS'T > abeyjon payjdde o uado uid :aapoe Jou

AT3S *0aN05-5'€ abeljon paijdde :angoe

uoljeoay1oads [eal}oa|d

afejjon
Ul INoYIM N LY SNEA0IN/G8YSY el uopezLispwered
10} A|ddns Jamod Arejjixne indu) Ajanneussyje

ndino afeyjon

‘uoNI3UU0I SNQ G87SYH

(sas|nd) 3no sansoubelq
ndino Bojeue ‘(sasind) 3no oyoe |
ndino Bojeue ;AQ}-0 gINOY

Mo] [9A3] 3[p! ‘Indul eYBIP ‘EUINMd

461y [2A3] dp! ‘indu enbip :utNMd
indu; [enBip :(mo| aAnoe) cuq

indu feybip :(yBiy aAnoe) guiq
ndui Bofeue :ywoz-y Zuiy
indui Boreue : WMdIAOL-0 ZulV

indut [enfip :(yBry aanoe) zuig

(sndino 10323)|09 uado) yno sonsoubeiqg
(sncino 1019309 uado) 3no yae

ndut Gojeue : AMdIA0L-0 LUy

indu feybip :(yBiy aAnoe) Luig
apouw Q] @|qeinbyuos

€'9/ UONeo3dS Jalaweled SNEAON 10
‘ddy-19S-Ue4 ‘a1emjos [0U0D D3 88S SUOIAUN) [EUONIPPE PUR UOIEWLOJU JaYLN} Jod

uopdo 8|qeinbyuod o

o

o

o

o

o

o

o

o

nop

asy
vsy

€0l

¢ol

101

¢NOJ

ebmpapst

Item no. 57358-5-9980 - ENU - Change 277019 - Approved 2026-05-12 - Page 6/ 7




A3G800-AS26-03

Curves: Air performance 50 Hz

EC axial panel fan - HyBlade

sickle-shaped blades (S series)

[} =2
o 3
£ \
180
5 \ p=1.15kg/m? £2 %
160 Measurement: LU-205697-1
© \ \ Date: 2020-03-23
o Housing: 38802-2-4037
140
Air performance measured according to ISO
5801 installation category A. For detailed
g 4 \ \ information on the measurement setup,
120 contact ebm-papst. Intake sound level:
\ Sound power level according to ISO 13347 /
sound pressure level measured at 1 m
\ \ distance from fan axis. The values given are
100 = valid under the specified measuring
i conditions and may vary due to conditions of
\ installation. For deviations from the standard
configuration, the parameters have to be
80 checked on the installed unit.
2] \ \ \
60 \ \
o N e
S N \
40 \ \
2 5] \ \
A L — \ \ \
£ o0 2000 4000 6000 8oov~ 10000 12000 14600 oim
qv > 5000 10000 15000 20000 m*h
Measured values
Wired U f n Peg I LpA;,  LwA;,  LwA,: ay Pts Av Pts
V Hz min-! W A dB(A) dB(A) dB(A) mdh Pa cfm in. wg
1 & 400 50 1000 1539 2.46 67 74 74 26060 0 15340  0.00
2 &= 400 50 1000 1784 2.81 67 74 74 23115 70 13605  0.28
3 S 400 50 1000 2002 3.13 69 76 75 20040 140 11795  0.56
4 & 400 50 1000 2200 3.40 72 79 78 16215 200 9545 0.80
5 & 400 50 850 945 1.51 63 70 70 22150 0 13040  0.00
6 & 400 50 850 1096 1.73 63 70 69 19650 51 11565  0.20
7 S 400 50 850 1230 1.92 65 72 70 17035 101 10025  0.41
8 &= 400 50 850 1332 2.08 68 75 74 13775 144 8110 0.58
9 3~ 400 50 700 528 0.84 58 65 65 18240 0 10735  0.00
10 & 400 50 700 612 0.96 58 65 65 16180 34 9525 0.14
11 & 400 50 700 687 1.07 60 67 66 14030 69 8255 0.28
12 & 400 50 700 744 1.16 63 70 69 11345 98 6680 0.39
13 &= 400 50 550 256 0.41 52 59 59 14335 0 8435 0.00
14 S 400 50 550 297 0.47 52 59 58 127115 21 7485 0.08
15 & 400 50 550 333 0.52 54 61 59 11020 42 6485 0.17
16 & 400 50 550 361 0.56 57 64 63 8915 60 5245 0.24

Wired = Wiring - U = Voltage - f = Frequency - n = Speed (rpm) - P, = Power consumption - | = Current draw - LpA,;, = Sound pressure level intake side - LwA,, = Sound power level intake side
LwA,,, = Sound power level outlet side - g, = Air flow - p, = Pressure increase
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